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The AU-Z7000 a battery operated portable UNIHI format High 
Definition VTR for field recording applications. Weight (with 
batteries) is a mere 23kg, significantly less than the stationary 
single unit UNIHI model (AU-HD1500) VTR on which its 
technology is based. 

Due to battery operation, the AU-Z7000 can be used outdoors 
without a field power generator. If used together with a portable 
camera, it makes field production of HDTV programs true reality. 


UNIHI is the name given to the High Definition 1/2-inch cassette tape format and compact 
High Definition VTR jointly developed by NHK Engineering Service and 10 Japanese 
manufacturers. 
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1/2” High Definition 
Portable VTR 


AU-Z7000 


Features and Benefits 

¢ Dramatic reductions in size, weight, and power consumption — 
About half the weight and one third of the power consumption of 
studio UNIHI model 

¢ Battery operable — Approximately 50-minutes recording using two 
new-type AU-BP402 battery packs. 

¢ UNIHI format compliance — Recorded tapes can be played and 
edited on standard UNIHI format VTRs 

¢ For confidence during recording, the VTR is equipped with a head 
clog detection warning function. 

¢ Batteries can be changed during recording without stopping the 
operation. 


Recording Format UNIHI format compliance Audio Input 1 channel (analog) 
Tape UNIHI cassette tape (1/2” metal tape) Dimensions 220(H) x 330(W) x 550(D) mm 
Video Input Y: 1 Vp-p (with tri-level sync) Weight 23 kg 
PePRr: 0.7 Vp-p Power Consumption 130W max. 
Video Bandwidth as Power Supply Two new-type AU-BP402 or external DC input (12V) 
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Further inquiries in Europe: 
Panasonic Broadcast Europe 
107-109 Whitby Road, Slough, Berks. SL1 3DR, THE UNITED KINGDOM 
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